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OPERATION
To operate Squirrel-Off™ first make sure the switch is in the "OFF" position.  Fill with birdseed and turn the 
switch "ON".  Once the green light starts blinking, Squirrel-Off™ is ready.  Always use caution and make 
sure you turn the feeder "OFF" before handling. 

Turning the birdfeeder "ON" 
 Start-up / Red Light

Turn Squirrel-Off™ "ON".  The red light will blink five (5) times.
During this time Squirrel-Off™ is testing itself and measuring sunlight.

 Operating / Green Light 
Once the green light starts blinking, Squirrel-Off™ is ready! 
The green light will blink faster in direct sunlight.
    Error! / Fast Red Light
If Squirrel-Off™ detects a problem, the red light will fast blink. 
Usually, the problem is water inside the feeder.
Allow Squirrel-Off™ to dry out and the feeder will restart.  
Occasionally you may need to turn the feeder off and back on
to reset the electronics. 
If the problem continues, try cleaning your feeder as indicated below. Red Light &Green Light, 

Off/On Switch 
Filling with birdseed & Cleaning
To keep your birds healthy it is important to change your birdseed frequently and clean your birdfeeder. Old 
seed that remains in the birdfeeder can become moldy and stale. For your bird's health, you should take 
Squirrel-Off™ down and clean it in the spring and fall to prevent the growth of mold.

Caution 
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Always turn your feeder "OFF" before handling.  Failing to do so could result in an electric shock that may 
startle you. When installing or refilling Squirrel-Off™, do not use a ladder or any unstable form of support as 
being startled by an electric shock could result in a fall.  Those with pacemakers or heart conditions should 
avoid all products producing electric shock.  Keep out of reach of children.
Filling with birdseed 

 Turn switch "OFF".  
 Place Squirrel-Off™ on a flat surface.   
 To open, pull up on the edge of the roof on the side 

opposite of the "ON /OFF" switch. 
 Fill the birdfeeder about ¾ full. 

Squirrel-Off™ holds about a gallon of birdseed.
We recommend premium hull-less seed. 
Cleaning

Turn the switch to "OFF".
Place Squirrel-Off™ on a flat surface.

 Remove windows and brush birdseed into a trash can.  
 Wipe plastic surfaces with a clean damp rag.  

Windows slide out for easy 
cleaning Remove metal seed trays. 

 Wipe metal rods and metal trays with a mild 
cleaning pad. A Scotch-Brite pad is ideal. 

 
 

Squirrel-Off™ is water-resistant; however, it is not 
waterproof.  Submerging the feeder in water will
damage the electronics and voids the warranty.        

                
          



INSTALLATION
Open spaces where birds can see the birdfeeder, land and feel safe are ideal.  Squirrel-Off™ can be pole
mounted or hang mounted. We recommend pole mounting because this offers the most secure platform for 
bird feeding and allows the Squirrel-Off™ to be repositioned for the sun.  Pole and hang mounting 
hardware are available at your local store.  We recommend that you consult with your local store for 
hanging and pole mounting systems and hardware before installing.

Location
To install Squirrel-Off™ choose a location that:    

 Receives at least two hours of direct sun light each day.  
 Is easy to see from your house.      
 Is easy to reach for refilling. 
 Is at least 4 feet from places from which squirrels my leap onto the feeder. 

An ideal position for Squirrel-Off™ is outside your breakfast window or in the garden.
Position the feeder so that the solar cell catches at least two hours of sun light. 

Pole Mounting 
To pole mount: 

 Purchase mounting bracket & pole system from store.    
 Align pre-drilled holes in the base with mounting bracket holes. 
 Attach the bracket to the base with four 3/4 inch #8 screws. 
 Place the pole securely in the ground. 
 Fasten the mounting bracket securely to the pole. 

Align mounting bracket holes in 
the base with mounting bracket 
– use four (4) ¾” #8  screws. 

Hang Mounting 
To hang mount:

 Purchase hook and hardware from store. 
 Slide the wire cable through holes in hinge and roof  
 and,  back through opposite side roof and hinge.
 Secure end of cable with two (2) red fasteners. 
 Attach Shepherd’s hook to sturdy branch or beam  

    and hang wire cable on hook.

Slide wire cable through holes in 
housing and roof and secure on the 
opposite side with (2) red fasteners. 
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